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1. CAMERA B 15 WAS USED IN MISSION 39592 FLOWN ON 2 MARCH 1965.
PROCESSING WAS ACCOMPLISHED BY BARKSDALE.
2. ORIGINAL NEGATIVE:

A. THE EXPOSURE WAS ADEQUATE AND THE RESOLUTION IS GOOD.

B. SR SIDE: A FINE PLUS DENSITY STREAK RUNS PARALLEL TO AND
3.30" FROM THE INBOARD EDGE OF THE FILM. ROLLER INDUCED STATIC
DISCHARGES ARE PRESENT INTERMITTENTLY ON THE INBOARD EDGE. FRAMES
1800 TO 2095 CONTAIN MINOR EDGE STATIC DISCHARGES INBOARD AND OUT.
LARGE FOGGED AREAS ARE PRESENT IN FRAMES 39 AND 42 TO 45. FRAMES
591 TO 595 ARE DEGRADED BY CRIMPS, CREASES AND ABRASIONS ON THE
INBOARD EDGE., A CREASE IS ALSO PRESENT IN FRAMES 621 AND 622.
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SCRATCHES DEGRADE FRAMES 623, 625,”%;
T0 668. FRAME 662 ALSO CONTAINS SEVERE CRIMPS ON THE INBOARD EDGE.

s HEAT SPLICE AND LARGE FOGGED AREA ARE PRESENT IN FRAME 669.

HEAT SPLICES ARE ALSO POSITIONED BETWEEN FRAMES 362/363, 562/563,
618/611, 898/899, 985/986, 149871499 AND #113/2114. A MANUFACTURER'S
SPLICE IS PRESENT IN FRAME 1097.

C. SL SIDE: BOTH EDGES CONTAIN ‘INTERMITTENT SMALL STATIC

DISCHARGES. A FINE MINUS DENSITY STREAK RUNS PARALLEL TO AND 8.18"
FROM THE INBOARD EDGE. A ROW OF MINUS DENSITY SPOTS, SPACED 1.55"
APART, RUNS PARALLEL TO AND 1.58" FROM THE INBOARD EDGE OF THE FILM.

FOGGED AREAS ARE PRESENT IN FRAMES 23, 28, 29, 39, 48, 41 AND 45
TO 48. SIMILAR FOGGING OCCURS IN FRAMES 998 AND 991. HEAT SPLICES
ARE POSITIONED BETWEEN FRAMES 122/183, 147/148 AND 315/316. A

MANUFACTURER'S SPLICE IS PRESENT IN FRAME 1418.
D. BOTH SIDES: THE METERING IS SLIGHTLY IRREGULAR AND RANGES

FROM 8.2¢" TO ©.65"., THE TITLED FRAMES ARE NUMBERED 8008 TO 2212.

E. THERE WERE NO MAJOR CAMERA MALFUNCTIONS OR PROCESSING
ANOMALIES OTHER THAN THE ITEMS NOTED IN PARAGRAPHS B AND C.

3., POSITIVE:

A. THE PI SUITABILITY IS GOOD.

B. PRINTING AND PROCESSING ARE GOOD.

C. THE CLOUD COVER IS 28 PERCENT.
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